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Power Rigid Couplings 

NES Series
ECHT-FLEX® Couplings

NER Series 
ECHT-FLEX® Couplings

NEF Series/NEH Series
ECHT-FLEX® Couplings

High 
stiffness

Backlash-
free

Lubrication-
free

TSUBAKI

Disk Couplings 

Tsubaki couplings provide
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Jaw-Flex Couplings 

Nylon Chain Couplings

Roller Chain Couplings 

Stainless Steel 
Roller Chain Couplings 

Elastomer CouplingsOutstanding 
vibration absorption

Large misalignment 
absorption

Chain Couplings

SOLUTION

Easy 
assembly/disassembly

Original Tsubaki 
large-size models

dependable reliability.
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Tsubaki can provide the optimum

Largest capacity

NEH Series ECHT-FLEX ® Couplings

Center unit structure for easy mounting

NER Series ECHT-FLEX ® Couplings

Wide variation

NEF Series ECHT-FLEX ® Couplings

Flagship Type
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Backlash-free, long service life 

Easy handling

Wide range of options

Large bore diameters

Large power transmission capacity

Backlash-free

Lubrication-free 

Long service life 

Lubrication-free 

Long service life 

G type/U type option

NER Series ECHT-FLEX 
Couplings

Lightweight, highly corrosion resistant

Easy mounting, outstanding handling ease

For cooling towers

Lighter than stainless steel type

CFRP spacer type

NEF Series ECHT-FLEX 
Couplings

High corrosion resistance, ideal for clean room use

Stainless steel type

No wear

Same transmitted torque as standard models

100% stainless steel

Roller Chain Couplings

In harsh environments

Stainless steel type

Food grade grease by option

High heat resistance

Outstanding corrosion resistance

For various applications
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High-Precision Types For servomotor applications

coupling for the application. 

Large shaft coupling force

Wide bore range

Easy mounting

Compact

Simple structure

Economical type

Taper-Lock coupling

High-precision type

NEF Series ECHT-FLEX ® Couplings
Clamp coupling

Single-bolt clamping

NEF Series ECHT-FLEX ® Couplings

Suit to servo drive

Choice of two 
spider types

Easy mounting

Outstanding vibration 
damping

LN Series 
Jaw-Flex Couplings

Wide bore range

Backlash-free

Clamp-coupled, for 
easy mounting

Low moment of inertia, 
high torsional stiffness

NES Series ECHT-FLEX ® 
Couplings

h-free

pled, for 
unting

Easy mounting

Economical type

Backlash-free
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General-Purpose Types For general applications

Wide variation

Roller Chain Couplings

Choice of chain 
material and sprocket

Nylon Chain Couplings

Three types of 
inserts

L Series Jaw-Flex Couplings

Easy mounting 

JIS-compliant

Outstanding 
durability

Lubrication-free

Easy mounting

Compact/lightweight

Ideal for direct motor 
coupling 

Aluminum hub models 
and plated models

Economical type 
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Model No.
Machined keyway bore products [mm]

Standard hub�•  NH�Ø�ØJD2 Extended hub�•  LH�Ø�ØJD2 Enlarged hub�•�� KH�Ø�ØJD2

NEF02 12,14,15,16,19,20 Š 25

NEF04 10,11,12,14,15,16,17,18,19,20,22 Š 24,25,28

NEF10 12,14,15,16,17,18,19,20,22,24,25,28,30,32 15,19,24,25 35

NEF18 14,15,16,17,18,19,20,22,24,25,28,30,32,35 25,32 38

NEF25 17,18,19,20,22,24,25,28,30,32,35,38,40,42 35,38 45,48

NEF45 25,28,30,32,35,38,40,42,45,48,50 40 Š

NEF80 30,32,35,38,40,42,45,48,50,55,60 40 Š

NEF130 35,38,40,42,45,48,50,55,60,65,70 Š Š

Model No.

Keyway bore machining range [mm]
N�•  Standard hub

K�•  Enlarged hub
L�•  Extended hub

NEF02 �� 9 to �� 20 �� 21 to �� 25

NEF04 �� 9 to �� 23 �� 24 to �� 29

NEF10 �� 11 to �� 32 �� 33 to �� 40

NEF18 �� 14 to �� 35 �� 36 to �� 42

NEF25 �� 16 to �� 42 �� 43 to �� 48

NEF45 �� 16 to �� 50 �� 51 to �� 60

NEF80 �� 17 to �� 60 �� 61 to �� 70

NEF130 �� 28 to �� 74 �� 75 to �� 80

NEF210 �� 28 to �� 83 �� 84 to �� 90

Model No.

Keyway bore machining range [mm]
N�•  Standard hub

K�•  Enlarged hub
L�•  Extended hub

NEF340 �� 46 to �� 95 �� 96 to �� 110

NEF540 �� 52 to �� 109 �� 110 to �� 120

NEF700 �� 52 to �� 118 �� 119 to �� 130

Model No.

Keyway bore machining range [mm]
A : Adapter hub

New JIS (Js9, P9) Old JIS (E9, F7)

NER59W �� 25 to �� 65 �� 25 to �� 61

NER93W �� 40 to �� 85 �� 40 to �� 80

NER230W �� 50 to �� 90 �� 50 to �� 84

NER360W �� 60 to �� 105 �� 60 to �� 99

NER630W �� 80 to �� 125 �� 80 to �� 119

NER850W �� 100 to �� 145 �� 100 to �� 139

*  Electroless nickel-plated type Fit Bore® couplings are supported 
up to standard hub NEF45. The model number is NEF�Ó�ÓSM or 
NEF�Ó�ÓWM.

* Enlarged hubs support only D0, D1, D2, D5, D6, and D8.

Standard bore size

NEF and NER Series ECHT-FLEX ® Couplings

Model No.

NEF02

NEF04

NE

Enlarged hub�• KH�Ø�ØJD2

25

24 25 28

ngs

Torque displayBore diameters in 
1 mm increments

4 shaft clamping types
(Keyway, Power-Lock, 

Clamp, and Taper-Lock)

4 keyway tolerances
(Js9/P9/E9/F7)

Click for product detail

Automatic drawing service for coupling bore machining 

diagrams  (PDF, 2D-CAD, 3D-CAD)

9 different set screw 
positions

Select from 3 types of 
materials

(Standard, Stainless, and 
Electroless nickel plated)

3 hub shapes
(Standard Hubs, Enlarged 
Hubs, and Extended Hubs)

9 different bore 
tolerances

(H7/F7/JS7/G7/P7/
M7/N7/K7/R7)
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Model No.

Machined keyway bore products [mm]

Standard hub�•
NH�Ø�ØJD2

Standard hub�•
NH�Ø�ØJD3

Standard hub�•
NH�Ø�ØJD6

CR3812 Š Š 14,15,16

CR4012 14,15,16,17,18,19 Š 20,22

CR4014 14,15,16,17,18,19,20,22 Š 24,25,28

CR4016 16,17,18,19,20,22,24,25,28 Š 30,32

CR5014
16,17,18,19,20,22,

24,25,28,30
Š 32,35

CR5016
18,19,20,22,24,25,

28,30,32
Š 35,38,40

CR5018
18,19,20,22,24,25,
28,30,32,35,38,40

42 45

CR6018 22,24,25,28,30,32,35,38,40 42,45,48,50,55 Š

CR6022 28,30,32,35,38,40 42,45,48,50,55,60,65 Š

CR8018 32,35,38,40 42,45,48,50,55,60,65 Š

CR8022 40 42,45,48,50,55,60,65 Š

Model No.

Keyway bore machining range [mm]

Other than listed 
at right

Set screw position 
D0,D6,D7,D8

CR3812 �� 11 to �� 13 �� 11 to �� 16

CR4012 �� 11 to �� 19 �� 11 to �� 22

CR4014 �� 11 to �� 23 �� 11 to �� 28

CR4016 �� 16 to �� 29 �� 16 to �� 32

CR5014 �� 16 to �� 31 �� 16 to �� 35

CR5016 �� 18 to �� 34 �� 18 to �� 40

CR5018 �� 18 to �� 44 �� 18 to �� 45

CR6018 �� 22 to �� 56

CR6022 �� 28 to �� 71

CR8018 �� 32 to �� 80

CR8022 �� 40 to �� 97 �� 40 to �� 100

CR10022 �� 45 to �� 110

CR12018 �� 50 to �� 110 �� 50 to �� 125

CR12022 �� 56 to �� 140

CR16018 �� 63 to �� 159 �� 63 to �� 160

CR16022 �� 80 to �� 200

CR20018 �� 88 to �� 205

CR20022 �� 98 to �� 260

Roller Chain Couplings

Keyway bore machining range [mm]

Other than listed 
at right

Set screw position
D0,D6,D7,D8

�� 11 t �� 13 �� 11 t �� 16

Model No.

CR3812

Selected model number

Drawings can be easily downloaded from our custom-bore coupling 
lineup featuring more than one million combinations of 
modifications available for quick delivery.

Available in 3 drawing 
types:

PDF, 2D CAD, and 
3D CAD data
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